
SECTION II
CORRECTIONS TO C. G. LIGHT LIST, VOLUME I LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

95 Wood Island Light 43 27 24 N
70 19 42 W

Al W G 10s 71 White conical tower connected to
dwelling.

Emergency light (Fl G 10s) of
reduced intensity when main
light is extinguished.

HORN: 2 blasts ev 30s (2s bl-2s
si-2s bl-24s si).

* 34/01

660 Montauk Point
Light

41 04 18 N
71 51 24 W

Fl W 5s 168 18 White octagonal, pyramidal
tower with brown band midway
of height, covered way to gray
dwelling.

Emergency light Fl W 5s when
main light is extinguished.

Lighted throughout 24 hours.
HORN:  1 blast ev 15s (2s bl).

* * 34/01

695 Fire Island Light 40 37 57 N
73 13 07 W

Fl W 7.5s 167 24 Black and white banded tower;
black on top.

Lighted throughout 24 hours.
Emergency light of reduced

intensity when main light is
extinguished.

* 34/01

7575 Ram Island Ledge
Light

43 37 54 N
70 11 12 W

Fl (2) W 6s
1s fl 1s ec.
1s fl 3s ec.

77 8 Light-gray, conical, granite tower. Emergency light of reduced
intensity when main light is
extinguished.

HORN:  1 blast ev 10s (1s bl).

* 34/01

8235 - Daybeacon 6 Remove from list.

* 34/01

8406 Kittery Flats Turning Basin
Buoy A

43 04 54 N
70 45 24 W

Yellow nun.

* 34/01

8407 Kittery Flats Turning Basin
Buoy B

Yellow nun.

* 34/01

8408 Kittery Flats Turning Basin
Buoy C

Yellow nun.

* 34/01

8409 Kittery Flats Turning Basin
Buoy D

Yellow nun.

* 34/01

Pigeon Cove

9845 - Rock Buoy 2 42 40 27 N
70 37 11 W

Red nun.

* 34/01

*10142 Kettle Bottom Daybeacon 1 SG on pile.

34/01

10490 - Buoy 7 42 32 09 N
70 50 01 W

Green can.

* 34/01
II-3.1

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
10805 Long Island Head
Lighted Buoy 17

42 19 57 N
70 57 31 W

Fl G 2.5s 4 Green.

* 34/01

19875 MONTAUK EAST JETTY
LIGHT 1

41 04 46 N
71 56 14 W

Fl G 4s 33 4 SG on skeleton tower.

* 34/01

19880 MONTAUK WEST JETTY
LIGHT 2

41 04 44 N
71 56 20 W

Fl R 2.5s 36 5 TR on skeleton tower. HORN:  1 blast ev 30s (3s bl).

* 34/01

21150 Horton Point Light 41 05 07 N
72 26 44 W

Fl G 10s 103 14 White square tower, dwelling
attached.

* 34/01

LONG ISLAND SOUND (Eastern Part) (Chart 12354)

South Side

Mattituck Inlet

21650 - BREAKWATER LIGHT MI 41 00 54 N
72 33 40 W

Fl W 4s 25 6 NR on skeleton tower.

* 34/01

27975 LONG BEACH BAR LIGHT 41 06 35 N
72 18 22 W

Fl W 4s 8 White tower and dwelling on
piles.

* 34/01

28255 BARCELONA POINT LIGHT 7 41 01 01 N
72 16 01 W

Fl G 4s 28 4 SG on skeleton tower.

* 34/01

28305 Sand Spit Rock Buoy S 41 01 15 N
72 16 48 W

White can with orange bands
and diamond worded
DANGER ROCKS.

* 34/01

28325 - BREAKWATER
LIGHT 3SH

41 00 32 N
72 17 40 W

Fl G 2.5s 12 4 SG on skeleton tower.

* 34/01

Robins Island

28755 - Rock Danger Buoy
Marks west side of
rock.

40 57 23 N
72 28 17 W

White with orange bands worded
DANGER ROCKS.

* 34/01

29045 - Lighted Buoy 4 Fl R 4s 4 Red. Replaced by nun when
endangered by ice.

* 34/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME I LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.2

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
Great South Bay

Farm Shoals Channel

29210 - Lighted Buoy 2 40 38 05 N
73 14 28 W

Q R 3 Red. Replaced by nun when
endangered by ice.

* 34/01

29215 - Buoy 3 40 38 06 N
73 13 32 W

Green can.

* 34/01

29220 - Lighted Buoy 5 Fl G 4s 4 Green. Replaced by can from
Nov. 15 to Apr. 1.

* 34/01

Range Channel

29365 - Buoy 1 40 39 34 N
73 08 41 W

Green can.

* 34/01

West Channel

29371 - Buoy 1 40 38 50 N
73 12 17 W

Green can.

* 34/01

29375 - Buoy 3 40 39 10 N
73 12 26 W

Green can.

* 34/01

29725 BROWN POINT WEST
BREAKWATER LIGHT 1

40 43 19 N
73 04 11 W

Fl G 4s 18 4 SG on pile.

* 34/01

29760 PATCHOGUE BREAKWATER
LIGHT 5

40 44 46 N
73 01 01 W

Fl G 2.5s 21 4 SG on skeleton tower.

* 34/01

30155 - Buoy 8 40 44 39 N
72 53 45 W

Red nun. Maintained from Apr. 15
to Nov. 1.

* 34/01

30340 - Buoy 27 40 47 06 N
72 44 08 W

Green can.

* 34/01

30375 - Lighted Buoy 31 40 47 43 N
72 41 28 W

Fl G 4s 4 Green. Replaced by can from Nov. 1 to
Apr. 15.

* 34/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME I LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.3

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
Tuthill Cove

30515 - Buoy 2 40 47 03 N
72 44 59 W

Red nun. Removed when endangered by
ice.

* 34/01

30560 - Daybeacon 5 40 47 56 N
72 38 08 W

SG on pile.

* 34/01

30575 - LIGHT 10 40 48 24 N
72 36 50 W

Fl R 2.5s 16 4 TR on pile. Maintained from Apr. 15 to Nov.
1.

* 34/01

30660 - Lighted Buoy 6 40 49 48 N
72 34 08 W

Fl R 2.5s 4 Red. Replaced by nun from Nov. 1 to
Apr. 15.

* 34/01

30675 - Lighted Buoy 9 40 50 11 N
72 32 59 W

Fl G 4s 4 Green. Replaced by can from Nov. 1 to
Apr. 15.

* 34/01

30680 - Buoy 10 40 50 32 N
72 32 22 W

Red nun.

* 34/01

30685 - Buoy 13 40 50 39 N
72 31 21 W

Green can.

* 34/01

30695 - Buoy 16 40 50 37 N
72 30 43 W

Red nun.

* 34/01

Jones Inlet

Positions of buoys frequently shifted with changing conditions.

30890 - LIGHT 40 34 23 N
73 34 32 W

Fl R 2.5s 33 5 NR on white skeleton tower.

* 34/01

30930 - Buoy 5 40 35 02 N
73 34 35 W

Green can.

* 34/01

30961 Alder Island Buoy 1A 40 35 40 N
73 34 18 W

Green can.

* 34/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME I LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.4

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
Sloop Channel

 Positions of buoys frequently shifted with changing conditions.

30995 - Junction Lighted
Buoy SJ

40 35 21 N
73 34 12 W

Fl (2+1) G 6s 4 Green and red bands.

* 34/01

31500 - BREAKWATER LIGHT Fl W 4s 33 6 NR on skeleton tower.

* 34/01

Hempstead Bay

Reynolds Channel

31565 - Lighted Buoy 1 40 35 29 N
73 43 35 W

Fl G 2.5s 4 Green. Replaced by can when
endangered by ice.

* 34/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

FIRE ISLAND TO SEA GIRT (Chart 12326)

871 Shark River Lighted
Whistle Buoy SI

40 11 06 N
74 00 00 W

Mo (A) W 5 Red and white
stripes with red
spherical topmark.

* 34/01

942 - NORTH BREAKWATER
LIGHT 6

39 45 30 N
74 05 21 W

Q R 40 6 TR on skeleton tower.

* * 34/01

943 - SOUTH BREAKWATER
LIGHT 7

39 45 26 N
74 05 36 W

Q G 37 6 SG on skeleton tower. HORN:  1 blast ev 30s (3s bl).

* * * 34/01

960 - Lighted Buoy 12 Fl R 2.5s 4 Red.

* 34/01

963 - Buoy 12A Red nun. Maintained from May 1 to
Nov. 15.

* 34/01

*Delete Headings:
*SEA GIRT TO LITTLE EGG INLET (Chart 12323)
*Barnegat Inlet

965 Barnegat Harbor
Channel Lighted
Buoy 14

Fl R 2.5s 4 Red. Replaced by nun from Nov. 15 to
May 1.

* * 34/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME I LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.5

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
990 - Buoy 19 Green can. Maintained from May 1 to
Nov. 15.

* 34/01

1290 - Lighted Junction
 Buoy GH

39 18 10 N
74 32 40 W

Fl (2+1) G 6s 4 Green and red bands.

* * * 34/01

3285 TINICUM RANGE FRONT
LIGHT

39 50 52 N
75 15 10 W

Iso R 2s 38 On skeleton tower. Visible on range line only.
Lighted throughout 24 hours.

* 34/01

3290 TINICUM RANGE REAR
LIGHT
1,216 yards, 092.1° from
front light.

F R 112 Gallery on pyramidal
skeleton structure,
black central tower.

Visible on range line only.
Lighted throughout 24 hours.

* 34/01

*16687 ST. INIGOES CREEK
LIGHT 2S1

38 09 33 N
76 25 42 W

Q R 15 2 TR on pile.

34/01

Potomac Creek

17915 - LIGHT 2 38 20 38 N
77 16 40 W

Fl R 4s 15 4 TR on pile. Light equipment removed from
Dec. 1 to Mar. 15.

* * * 34/01

MATTAWOMAN CREEK TO GEORGETOWN (Chart 12289)

Upper Potomac River

Neabsco Creek

18231 - Daybeacon 1 38 35 46 N
77 14 45 W

SG on pile.

* 34/01

18232 - LIGHT 2 38 35 47 N
77 14 44 W

Fl R 2.5s 15 3 TR on pile.

* * * * * 34/01

NEUSE RIVER TO MYRTLE GROVE SOUND (Chart 11541)

New Topsail Inlet

Due to frequently changing conditions, positions of aids are not listed.

29970
795

- Lighted Whistle
Buoy NT

Mo (A) W 6 Red and white stripes with
red spherical topmarks.

* * 34/01

32080 STUMPY POINT TARGET
WARNING LIGHT S

35 30 49 N
75 40 32 W

Fl W 2.5s 16 5 NW on slatted pile worded
DANGER BOMBING RANGE.

Ra ref.

* 34/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.6

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
32085 STUMPY POINT TARGET
WARNING LIGHT W

35 33 01 N
75 42 12 W

Fl W 6s 24 5 NW on slatted pile worded
DANGER BOMBING RANGE.

Ra ref.

* 34/01

Oyster Creek

32820 - ENTRANCE LIGHT 2 35 19 29 N
76 31 05 W

Fl R 4s 16 4 TR on multi-pile structure.

* * * 34/01

32825 - LIGHT 4 Q R 16 4 TR on pile. Obscured from 090° to 265°.

* * 34/01

33505 Raccoon Island North
Daybeacon

35 04 24 N
76 26 11 W

NR on pile.

* 34/01

33510 Raccoon Island South
Daybeacon

35 03 43 N
76 25 53 W

NG on pile.

* 34/01

*Delete Heading:
*Chip Mill

37935 - Daybeacon 2 Remove from list.

* 34/01

37940 - Daybeacon 4 Remove from list.

* 34/01

37945 - Daybeacon 6 Remove from list.

* 34/01

37950 - Daybeacon 8 Remove from list.

* 34/01

37955 - Daybeacon 9 Remove from list.

* 34/01

37960 - Daybeacon 10 Remove from list.

* 34/01

*Delete Heading:
*Alligator River

37965 - Daybeacon 41 SG-SY on pile.

34/01

*38736 - Buoy 6A Red nun.

34/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.7

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
CORRECTIONS TO C. G. LIGHT LIST, VOLUME III LIGHT LIST, 2000

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

CHARLESTON HARBOR (Chart 11524)

Charleston Harbor

2465 - Channel Lighted
Buoy 22
Marks submerged
obstruction.

32 45 00 N
79 51 20 W

Fl R 4s 3 Red.

* 34/01

18107 - Daybeacon 5 SG on pile.

* * 34/01

18110 - Daybeacon 6 Remove from list.

* 34/01

*Delete Heading:
*Matanzas Pass Channel

18220 - Daybeacon 9A Remove from list.

* 34/01

Matanzas Pass Channel

18225 - Daybeacon 10 TR on dolphin.

* * * * * 34/01

*18230.01 - LIGHT 12 Fl R 4s 16 3 TR on dolphin.

34/01

18235 - LIGHT 15 26 27 36 N
81 57 36 W

Fl G 2.5s 16 5 SG on pile.

* 34/01

18240 - Daybeacon 17 SG on pile.

* 34/01

Matanzas Pass Channel

18275 - Daybeacon 18 26 27 24 N
81 57 06 W

TR on pile.

* 34/01

18280 - Daybeacon 20 TR on pile.

* 34/01

18285 - Daybeacon 22 TR on pile.

* 34/01

18290 - Daybeacon 24 TR on pile.

* 34/01

18295 - Daybeacon 26 TR on pile.

* 34/01
II-3.8

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
18300 - Daybeacon 28 TR on pile.

* 34/01

Cut E Channel

22745 - LOWER RANGE FRONT
LIGHT

27 42 24 N
82 32 24 W

Q R 26 KRW on pile. Visible all around; higher
intensity on rangeline.

* 34/01

*56135.01 - Daybeacon 74 TR-TY on pile.

34/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV LIGHT LIST, 2000

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

*1337 HEC 118-7 Lighted Buoy
Marks subsea installation.

27 48 34 N
96 46 51 W

Q R Red. SIGN: THEC-MU-726
Private aid.

34/01

1385
28140

Brazos Santiago Pass
Entrance Lighted
Whistle Buoy BS

26 03 54 N
97 06 36 W

Mo (A) W 6 Red and white stripes with red
spherical topmark.

RACON: B(– • • •)

* 34/01

3645 - Daybeacon 7 SG on pile. Ra ref.

* 34/01

*13482.5 STOLT-NIELSON DOCK
LIGHT
LDB mile 79.6

29 52 17 N
89 56 44 W

Fl R 2.5 10 On dock. Private aid.

34/01

*Add Heading:
*South Louisiana Electric Co Op

34/01

*17699.02 - LIGHT B Q W 15 On power pole. Private aid.

34/01

22203 OLD RIVER OBSTRUCTION
LIGHT 2

30 04 44 N
93 43 33 W

Q R 17 3 TR on pile.

* * * * * 34/01

Atkinson Island Cut

23337 - Buoy 1 29 39 22 N
94 58 11 W

Green can.

* 34/01

25650 FREEPORT JETTY INBOUND
RANGE FRONT LIGHT

28 56 38 N
95 18 19 W

Q W (Day)
Q G (Night)

40
36

KRW on skeleton tower on piles. Visible 2° each side of
range line.

* 34/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III LIGHT LIST, 2000

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.9

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
25653 FREEPORT JETTY INBOUND
RANGE FRONT PASSING
LIGHT

Q W 10 4 On same structure as
Freeport Jetty
Inbound Range Front
Light.

* * 34/01

*Delete Headings:
*GALVESTON BAY TO CEDAR LAKES (Chart 11322)
*Freeport Entrance

25655 FREEPORT JETTY INBOUND
RANGE REAR LIGHT
2,317 yards, 317.5° from
front light.

Oc W 4s (Day)
Oc G 4s (Night)

146
143

KRW on skeleton tower on
concrete block.

Visible 2° each side of rangeline.
Lighted throughout 24 hours.

* 34/01

25690 FREEPORT HARBOR
OUTBOUND RANGE
FRONT
LIGHT

28 56 36 N
95 18 12 W

Q R 35 KRW on skeleton tower. Visible 2° each side of rangeline.

* 34/01

25695 FREEPORT HARBOR
OUTBOUND RANGE
REAR LIGHT
480 yards, 083.2°
from front light.

F R 50 KRW on skeleton tower. Visible 2° each side of rangeline.

* 34/01

STOVER POINT TO BROWNSVILLE (Chart 11302)

Brazos Santiago Pass

28140
1385

- Entrance Lighted
Whistle Buoy BS

26 03 54 N
97 06 36 W

Mo (A) W 6 Red and white stripes with red
spherical topmark.

RACON: B(– • • •)

* 34/01

29960 - LIGHT 26 30 16 36 N
85 50 18 W

Q R 17 3 TR-TY on pile. Ra ref.

* 34/01

35830 - LIGHT 46 28 40 51 N
96 14 03 W

Fl R 4s 17 3 TR on pile. Ra ref.

* 34/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

90
2440

NEWPORT BAY WEST
JETTY LIGHT 3

33 35 18 N
117 52 46 W

Fl G 6s 44 8 SG on concrete building. Reduced intensity from 355° to
110°.

The fog signal can be activated
upon request to the Coast
Guard via VHF-FM Ch 16.

HORN:  1 blast ev 30s (3s bl).

* * 34/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV LIGHT LIST, 2000

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.10

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
190
3585

Point Hueneme Light 34 08 43 N
119 12 36 W

Fl (5) W 30s
0.1s fl 4.9s ec.
0.1s fl 4.9s ec.
0.1s fl 4.9s ec.
0.1s fl 4.9s ec.
0.1s fl 9.9s ec.

52 20 White square tower on building.
48

Light obscured from 155° to
296°.

The fog signal can be activated
upon request to the Coast
Guard via VHF-FM Ch 16.

HORN:  1 blast ev 30s (3s bl).
On point 251° from light.

* * 34/01

1736 - Quarantine Buoy A 32 42 43 N
117 14 04 W

Yellow sphere worded
QUARANTINE AREA.

Private aid.

* * 34/01

1737 - Quarantine Buoy B 32 42 42 N
117 14 06 W

Yellow sphere worded
QUARANTINE AREA.

Private aid.

* 34/01

1738 - Quarantine Buoy C 32 42 41 N
117 14 08 W

Yellow sphere worded
QUARANTINE AREA.

Private aid.

* * 34/01

2395 - BREAKWATER LIGHT 3 33 27 16 N
117 41 29 W

Fl G 4s 32 9 SG on post. The fog signal can be activated
upon request to the Coast
Guard via VHF-FM Ch 16.

HORN:  1 blast ev 10s (1s bl).

* * 34/01

2440
90

- WEST JETTY LIGHT 3 33 35 18 N
117 52 46 W

Fl G 6s 44 8 SG on concrete building. Reduced intensity from 355° to
110°.

The fog signal can be activated
upon request to the Coast
Guard via VHF-FM Ch 16.

HORN:  1 blast ev 30s (3s bl).

* * 34/01

2800 - WEST JETTY LIGHT 5 33 43 39 N
118 06 07 W

Fl G 2.5s 31 5 SG on post. The fog signal can be activated
upon request to the Coast
Guard via VHF-FM Ch 16.

HORN: 2 blasts ev 20s (2s bl-2s
si-2s bl-14s si).

* * 34/01

2835 - WEST JETTY LIGHT 1 33 44 14 N
118 07 19 W

Fl G 2.5s 16 5 SG on post. The fog signal can be activated
upon request to the Coast
Guard via VHF-FM Ch 16.

BELL:  1 stroke ev 15s.

* * 34/01

3335 REDONDO BEACH EAST
JETTY LIGHT 2

33 50 31 N
118 23 39 W

Fl R 4s 20 6 On post. The fog signal can be activated
upon request to the Coast
Guard via VHF-FM Ch 16.

HORN:  1 blast ev 10s (1s bl).

* * 34/01

3455 - LIGHT 3 33 57 46 N
118 27 42 W

Fl G 4s 45 6 SG on white building. Obscured 151° to 331°.
The fog signal can be activated

upon request to the Coast
Guard via VHF-FM Ch 16.

HORN: 2 blasts ev 20s (2s bl-2s
si-2s bl-14s si).

* * 34/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.11

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
Port Hueneme

3585
190

- Light 34 08 43 N
119 12 36 W

Fl (5) W 30s
0.1s fl 4.9s ec.
0.1s fl 4.9s ec.
0.1s fl 4.9s ec.
0.1s fl 4.9s ec.
0.1s fl 9.9s ec.

52 20 White square tower on building.
48

Obscured from 155° to 296°.
The fog signal can be activated

upon request to the Coast
Guard via VHF-FM Ch 16.

HORN:  1 blast ev 30s (3s bl).
On point 251° from light.

* * 34/01

3640 - SOUTH JETTY LIGHT 2 34 09 22 N
119 13 38 W

Fl R 2.5s 35 5 TR on post. The fog signal can be activated
upon request to the Coast
Guard via VHF-FM Ch 16.

HORN:  1 blast ev 15s (1s bl).

* 34/01

3700 - SOUTH JETTY LIGHT 6 34 14 48 N
119 16 12 W

Fl R 4s 26 6 TR on pole. The fog signal can be activated
upon request to the Coast
Guard via VHF-FM Ch 16.

HORN:  1 blast ev 10s (1s bl).

* 34/01

3765 - LIGHT 4 34 24 29 N
119 41 06 W

Fl R 6s 25 7 On post. The fog signal can be activated
upon request to the Coast
Guard via VHF-FM Ch 16.

HORN: 2 Blasts ev 20s (2s bl-2s
si-2s bl-14s si).

* 34/01

9150 - Small Boat Warning Sign 43 20 51 N
124 19 16 W

Q Y (2) NW worded ROUGH BAR. Lights flashing when seas
exceed four feet in height,
lights extinguished for lesser
sea conditions, but with no
guarantee that bar is safe.

* 34/01

9315 - LIGHT 15 43 43 26 N
124 09 47 W

Fl G 4s 15 5 SG on pile.

* 34/01

9320 - DIKE LIGHT 17 43 44 04 N
124 09 53 W

Fl G 4s 16 4 SG on pile.

* * 34/01

9325 - LIGHT 20 43 44 53 N
124 08 21 W

Fl R 6s 15 4 TR on pile.

* 34/01

9630 - Entrance Small Boat
Warning Sign

44 37 34 N
124 03 22 W

Q Y (2) 25 NW worded ROUGH BAR. Lights flashing when seas
exceed four feet in height;
lights extinguished for lesser
sea conditions, but with no
guarantee that bar is safe.

* 34/01

11000 BURKE DIKE LIGHT 69 45 55 54 N
122 48 09 W

Fl G 2.5s 17 5 SG on dolphin. Higher intensity beam
downstream.

* 34/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.12

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
11005 DEER ISLAND UPPER
DIKE LIGHT 72

45 55 12 N
122 48 45 W

Fl R 4s 15 4 TR on dolphin. Higher intensity beam up
channel.

* 34/01

11010 CAPLES DIKE LIGHT 73 45 55 01 N
122 48 17 W

Fl G 4s 10 4 SG on dolphin.

* 34/01

11020 - Channel Lighted
Buoy 75

45 54 30 N
122 48 27 W

Q G 4 Green.

* 34/01

11045 - Junction Lighted Buoy 45 52 52 N
122 47 52 W

Fl (2+1) R 6s 4 Red and green bands.

* 34/01

11050 - JETTY LIGHT 79 45 52 14 N
122 47 07 W

Fl G 4s 22 4 SG on pile structure.

* 34/01

11075 - Reef Lighted Buoy 4 45 50 26 N
122 47 21 W

Q R 4 Red.

* 34/01

11080 DUCK CLUB LIGHT 4A 45 49 45 N
122 47 48 W

Fl R 6s 36 4 TR on dolphin.

* 34/01

Henrici

11090 - Channel Lighted
Buoy 7

45 48 58 N
122 47 41 W

Q G 3 Green.

* 34/01

11095 DUCK CLUB LIGHT 8 45 48 57 N
122 47 55 W

Fl R 2.5s 37 4 TR on dolphin.

* 34/01

11115 - CROSSING LIGHT 12 45 48 11 N
122 47 40 W

Fl R 2.5s 37 5 TR on dolphin.

* 34/01

11875 WIND MOUNTAIN UPPER
RANGE REAR LIGHT
900 yards, 095° from
front light.

Iso R 6s 63 KRB on pile structure. Visible 5.5° each side of
rangeline; higher intensity on
rangeline.

* 34/01

15105 - Buoy 8 45 19 23 N
122 39 48 W

Red nun. Maintained from May 15 to Nov.
15.

* 34/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.13

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
18828 - Buoy 11B 48 22 08 N
122 31 21 W

Green can.

* * * * 34/01

19575 - Channel Buoy 7 48 31 08 N
122 55 04 W

Green can.

* 34/01

*19672 - Buoy 4 48 35 21 N
123 02 05 W

Red nun.

34/01

Mosquito Pass

19724 - Buoy 1 48 34 44 N
123 10 50 W

Green can.

* 34/01

Merizo Bay

Mamaon Channel

30815 - Lighted Buoy 1 13 16 09 N
144 39 27 E

Q G Green. Private aid.

* * * * * 34/01

30820 - Lighted Buoy 2 13 16 11 N
144 39 32 W

Q R Red. Private aid.

* * * * * 34/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.


